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Only those products bearing the UL Listing Mark should be considered as being covered by UL's Listing and 

Follow-Up Service. 

The UL Listing Mark generally includes the following elements: the symbol UL in a circle:  with the word 

“LISTED”; a control number (may be alphanumeric) assigned by UL; and the product category name (product 

identifier) as indicated in the appropriate UL Directory. 

Look for the UL Listing Mark on the product 

William R. Carney 

Director, North American Certification Programs 
Underwriters Laboratories Inc. 

Any information and documentation involving UL Mark services are provided on behalf of Underwriters Laboratories Inc. (UL) or any authorized licensee of UL. 
 

For questions, please contact a local UL Customer Service Representative at http://www.ul.com/global/eng/pages/corporate/contactus 

 

Issued to: EXLAR CORP 

 18400 W 77TH ST 

CHANHASSEN, MN 55317 USA 

  

This is to certify that 

representative samples of 
Power Conversion Equipment 

 Tritex II AC Power Linear Actuators, Model T2M or T2X followed by 090 

or 115; followed by 01 through 24 or *XX; followed by *XX; followed by N; 

followed by *X; followed by *X; followed by HD, IE, AF, or *XX; followed 

by 1, 2, 3, or *X; followed by 1 or 3; followed by 6, 8, or *X; followed by 01 

through 99; followed by 230; may be followed by SIO, IA4, EIP, TCP, ABZ, 

PIO, CNO, XF, OR *XXX; may be followed by *XX; may be followed by 

00000 through 99999. X Any Alphanumeric characters.   

 

Tritex II AC Power Rotary Actuators, Model R2M or R2G followed by 090 

or 115; followed by XXX; followed by *X; followed by N; followed by *X; 

followed by B or S; followed by HD, IE, AF, or *XX; followed by 1, 2, 3 or 

*X; followed by 1 or 3; followed by 6, 8, or *X; followed by 01 through 99; 

followed by 230; may be followed by SIO, IA4, EIP, TCP, ABZ, PIO, CNO, 

XF, OR *XXX; may be followed by (Multiple Options) *XX; may be 

followed by 00000 though 99999.  X Any Alphanumeric characters. 

  

 Have been investigated by Underwriters Laboratories in accordance with 

the Standard(s) indicated on this Certificate. 

  

Standard(s) for Safety: ANSI/UL 508C, "Power Conversion Equipment." 

  

Additional Information: See UL On-line Certification Directory at WWW.UL.COM for additional information. 

 

http://www.ul.com/

